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Assumptions

There are no hydrants within the proposed new section of pipe.

All work shall be completed in accordance with Greenbook 2015 version.

All work shall be completed in accordance with District Construction Standards
(Attachment 2).

Pipe shall be disinfected and flushed prior to full tie-in.

Contractor to perform pressure testing

District to perform bacteriological testing.

District personnel will notify residents of any shutdowns required and be responsible for
opening/closing valves.

District will be responsible for obtaining all required permits and approvals.
Equipment and materials can be stored on site.

Schedule
All work shall be completed within 30 calendar days after execution of contract.

Submittal

All interested parties should submit their cost proposals to akanold@montecitowater.com by
12:00pm (noon) on Friday October 5, 2018.

Attachments:

1) Attachment 1 — Drawings
2) Attachment 2 — MWD Construction Standards
3) Attachment 3 — Sample Contract
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MONTECITO WATER DISTRICT STANDARDS

CONTRACTOR SHALL MAINTAIN A COMPLETE AND ACCURATE RECORD OF ALL
CONSTRUCTION CHANGES NOT SHOWN IN THESE PLANS AND SPECIFICATIONS
FOR RECORD DRAWING INFORMATION. NO CHANGES IN CONSTRUCTION SHALL
BE MADE WITHOUT PRIOR WRITTEN CONSENT OF THE DISTRICT'S ENGINEER OR

DESIGNATED INSPECTOR.

CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE DISTRICT PROJECT
REPRESENTATIVE UPON THE DISCOVERY OF, AND PRIOR TO DISTURBING, ANY
PHYSICAL CONDITIONS WHICH DIFFER FROM THOSE REPRESENTED IN THESE
PLANS AND SPECIFICATIONS.

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB
SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION, INCLUDING SAFETY
OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL BE IN EFFECT
CONTINUOUSLY DURING THE CONSTRUCTION PERIOD AND NOT BE LIMITED TO
NORMAL WORKING HOURS.

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR
PROTECTION OF PUBLIC AND PRIVATE PROPERTY IN THE VICINITY OF THE JOB
SITE AND FURTHER AGREES TO REPAIR OR REPLACE ALL EXISTING
IMPROVEMENTS DAMAGED DURING THE COURSE OF CONSTRUCTION TO A
CONDITION EQUAL TO OR BETTER THAN THAT PRIOR TO BEING DISTURBED.
COSTS ASSOCIATED WITH REPAIR OR REPLACEMENT OF DAMAGED PUBLIC

OR PRIVATE PROPERTY WHICH ARE CAUSED DUE TO CONTRACTOR’S
NEGLIGENCE SHALL BE AT THE CONTRACTOR’S EXPENSE.

AN EFFORT HAS BEEN MADE TO DEFINE THE LOCATION OF EXISTING
UNDERGROUND FACILITIES WITHIN THE JOB SITE. HOWEVER, ALL EXISTING
UTILITY AND OTHER UNDERGROUND STRUCTURES MAY NOT BE SHOWN ON
THESE PLANS AND THEIR SHOWN LOCATION IS APPROXIMATE. IT SHALL BE
THE CONTRACTOR’S RESPONSIBILITY TO DETERMINE THE LOCATION AND
DEPTH OF ALL EXISTING UNDERGROUND FACILITIES INCLUDING SERVICE
CONNECTIONS WHICH MAY BE AFFECTED DURING THE COURSE OF
CONSTRUCTION. CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING
UNDERGROUND SERVICES ALERT AT 811 A MINIMUM OF 48 HRS PRIOR TO
THE START OF EXCAVATION.

UNLESS OTHERWISE SPECIFIED HEREIN, ALL MATERIALS AND CONSTRUCTION
SHALL BE IN ACCORDANCE WITH AWWA C600 AND THE STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION (THE GREEN BOOK)
LATEST EDITION EXCEPT AS MODIFIED BY THE MONTECITO WATER DISTRICT'S
LATEST APPOVED STANDARD SPECIFICATIONS FOR THE INSTALLATION OF
WATER MAINS AND THE CONSTRUCTION STANDARD DRAWINGS.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH APPLICABLE HEALTH

AND SAFETY LAWS INCLUDING ALL REQUIREMENTS OF THE STATE OF

CALIFORNIA DIVISION OF INDUSTRIAL SAFETY.

CONTRACTOR SHALL ABIDE BY ALL REQUIREMENTS AND CONDITIONS OF THE ENTITY
HAVING JURISDICTION OVER RIGHT OF WAY ENCROACHMENT PERMITS.

CONTRACTOR SHALL CONTACT THE MONTECITO WATER DISTRICT'S ENGINEERING

DEPT AT LEAST 72 HOURS PRIOR TO THE START OF CONSTRUCTION AT (805) 969-2271.

ALL PIPE SHALL CONFORM WITH THE LATEST REVISIONS OF AWWA STANDARDS
C104, C105, €110, C111, C151, AND C600.

PIPE JOINTS SHALL BE MECHANICAL OR PUSH ON TYPE FLEXIBLE JOINT
EMPLOYING A SINGLE GASKET TO EFFECT A WATERTIGHT SEAL. THE JOINT
SHALL CONFORM WITH THE LATEST REVISIONS OF STANDARDS A.N.S.I. A21.11
AND AWWA C—-111.

ALL PIPE SHALL BE CEMENT MORTAR LINED PER AWWA C—104 AND HAVE

A SEAL COAT. ALL PIPE SHALL BE ASPHALTIC COATED PER AWWA C-151.
ALL PIPE FITTINGS SHALL CONFORM WITH THE LATEST REVISIONS OF
STANDARDS A.N.S.l. A21.10 AND AWWA C—-153 AND SHALL BE CEMENT LINED.

ALL VALVES SHALL BE MUELLER RESILIENT—SEAT GATE VALVES OR

APPROVED EQUAL WITH MECHANICAL JOINT ENDS, EXCEPT FOR FIRE HYDRANT
CONTROL VALVES WHICH SHALL BE PER CONSTRUCTION STD DWG NO 102.
THE VALVE BODY AND VANE SHALL BE COATED WITH MANUFACTURER’S
FACTORY—APPLIED EPOXY.

ALL DUCTILE IRON PIPE, FITTINGS AND VALVES SHALL BE WRAPPED W/8 MIL
POLYETHYLENE ENCASEMENT PER AWWA C1065.

ALL BENDS AND OTHER FITTINGS SHALL HAVE CONCRETE THRUST BLOCKS
CONSTRUCTED PER CONSTRUCTION STANDARD DRAWING NO. 113.

ALL MECHANICAL JOINT FITTINGS SHALL BE INSTALLED WITH MEGALUG
RETAINING GLANDS OR APPROVED EQUAL.

ALL VALVE BOX COVERS SHALL BE ADJUSTED TO FINISH GRADE. ALL METER
BOXES LOCATED IN WALKWAYS SHALL BE CAREFULLY ADJUSTED TO FINISH
GRADE TO PROVIDE A FLUSH, UNIFORM SURFACE WITH THE WALKWAY.

WATERLINE PRESSURE TESTING & DISINFECTION SHALL BE IN ACCORDANCE
WITH AWWA REQUIREMENTS. PRESSURE TEST SHALL BE AT 1.5 X EXISTING
STATIC PRESSURE FOR A FOUR (4) HOUR DURATION.

ALL NEW WATER MAIN CONSTRUCTION SHALL NOT BE INSTALLED IN A COMMON
TRENCH WITH OTHER PUBLIC OR PRIVATE UTILITIES UNLESS APPROVED IN
WRITING BY THE DISTRICT.

SEPARATION OF WATER MAINS AND SANITARY SEWERS SHALL BE IN ACCORDANCE
WITH THE "CALIFORNIA WATERWORKS STANDARDS”, SECTION 64630, TITLE 22 OF
THE CALIFORNIA ADMINISTRATIVE CODE AND THE CALIFORNIA STATE HEALTH
DEPARTMENT'S "CRITERIA FOR SEPARATION OF WATER MAINS AND SANITARY SEWERS.

VERTICAL SEPARATION OF WATER MAINS FROM OTHER UTILITIES EXCEPT FOR SANITARY
SEWERS SHALL BE A MINIMUM OF 12 INCHES CLEARANCE BELOW DISTRICT PIPELINE.
PROPOSED CONSTRUCTION THAT DOES NOT MEET THIS STANDARD SHALL BE SUBMITTED
TO DISTRICT FOR APPROVAL.

ALL WATER VALVE RISERS SHALL BE CONSTRUCTED PER MWD CONSTRUCTION STD
DRAWING 112, INCLUDING TYLER LIDS.

ALL FIRE HYDRANT INSTALLATIONS SHALL BE CONSTRUCTED PER MWD CONSTRUCTION
STD DRAWING 102 AND SHALL INCLUDE INSTALLATION OF TWO (2) GUARD POSTS
TO BE CONSTRUCTED PER MWD CONSTRUCTION STD 114.

INSTALL EBAA IRON MEGALUG SERIES 1100 RETAINING GLANDS AT ALL MECHANICAL
JOINT FITTINGS AND VALVES.

AFTER SUCCESSFUL COMPLETION OF BAC—T AND PRESSURE TEST, AND WITH MWD APPROVAL,

CONNECT NEW 12” DIP TO EXISTING 12" WATER LINE.

ATTENTION:
ID:[@A]UE%F DIAL TOLL FREE All underground utilities and substructures shown hereon were
! LAl obtained from the best available sources and are presumed to be
s accurate and complete, but since the information was obtained
ATLEASTTWODAYS  from others, the Montecito Water District cannot guarantee said

BEFORE YOU DIG information as being accurate and complete. It shall be the

contractors sole responsibility to verify, locate and protect all
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA all utilities and substructures shown or not shown hereon.

GENERAL NOTES

1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, (GREEN BOOK),
LATEST EDITION, PUBLISHED BY BUILDING NEWS, INC., LOS ANGELES
AND THE NOTES THAT FOLLOW.

2. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE
REQUIREMENTS OF THE STATE OF CALIFORNIA DIVISION OF INDUSTRIAL
SAFETY.

3. WORK DONE IN CONFLICT WITH THESE PLANS WILL BE SUBJECT TO REJECTION.
4. CONSTRUCTION ACTIVITIES SHALL BE LIMITED TO THE HOURS BETWEEN 8:00 AM.

AND 4:30 P.M., MONDAY THROUGH FRIDAY, UNLESS OTHERWISE APPROVED BY MWD.

5. CONTRACTOR SHALL POSSESS A CONTRACTOR’S LICENSE FOR THE STATE OF
CALIFORNIA OF A TYPE APPROPRIATE FOR THE WORK AND SHALL FURNISH
EVIDENCE OF THE SAME AT THE TIME THE CONTRACT IS AWARDED.

6. CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT TWO (2) FULL
DAYS IN ADVANCE OF COMMENCING CONSTRUCTION AT 811.

7. CONTRACTOR SHALL CONTACT THE FOLLOWING 72 HOURS PRIOR TO
EXCAVATION WORK:

MONTECITO WATER DISTRICT AT 805-969-—2271

8. UNDERGROUND UTILITIES AND SUBSTRUCTURES AS SHOWN HEREON WERE
OBTAINED FROM AVAILABLE SOURCES, THE ACCURACY OF WHICH HAS NOT
BEEN DETERMINED. CONTRACTOR SHALL VERIFY DEPTH AND LOCATION OF
ALL EXISTING UTILITIES AND SUBSTRUCTURES PRIOR TO CONSTRUCTION,
AND SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING UTILITIES
DURING CONSTRUCTION.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING ADEQUATE
BRACING AND SHORING FOR EXCAVATIONS, TEMPORARY STRUCTURES, AND
ANY AND ALL PARTIALLY COMPLETED PORTIONS OF THE WORK. SHEETING,
SHORING, BRACING OR EQUIVALENT PROTECTION FOR ALL EXCAVATIONS
SHALL BE PROVIDED AS REQUIRED BY INDUSTRIAL SAFETY LAWS.

10. CONSTRUCTION EQUIPMENT AND MATERIALS ON SITE SHALL BE USED IN SUCH
A MANNER AS TO AVOID CREATING A PUBLIC NUISANCE. ROADWAYS AND
GRADED AREAS SHALL BE SURFACED OR WETTED SUFFICIENTLY TO PREVENT
THE GENERATION OF EXCESSIVE DUST AT ALL TIMES.

11. CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR ALL DAMAGE TO PRIVATE AND
PUBLIC PROPERTY CAUSED BY HIS ACTIVITIES, AND SHALL REPAIR ALL DAMAGE
TO A CONDITION EQUAL TO OR BETTER THAN PRIOR TO ITS DISTURBANCE.
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ABBREVIATIONS

AC = ASPHALT CONCRETE
BFS = BELOW FINISHED SURFACE
BM = BENCHMARK

BV = BUTTERFLY VALVE

cL = CENTER LINE

CMP = CORRUGATED METAL PIPE
CONC = CONCRETE

CONST = CONSTRUCT

cTv = CABLE TELEVISION

DIP = DUCTILE IRON PIPE
DIA = DIAMETER

EL = ELEVATION

ELEC = ELECTRICAL

EP = EDGE OF PAVEMENT
ER = EDGE OF ROADWAY
EUC = EUCALYPTUS

EX = EXISTING

FD = FOUND

FH = FIRE HYDRANT

FL = FLANGE

FR = FROM

G = GAS LINE

GALV = GALVANIZED

GM = GAS METER

GR = GRADE

GV = GATE VALVE

ID = INSIDE DIAMETER

LF = LINEAR FEET

MB = MAIL BOX

MIN = MINIMUM

MJ = MECHANICAL JOINT
MWD = MONTECITO WATER DISTRICT
oD = OUTSIDE DIAMETER
POC = POINT OF CONNECTION
PVC = POLYVINYL CHLORIDE
RCP = REINFORCED CONCRETE PIPE
SCC = SOUTH COAST CONDUIT
SF = SQUARE FEET

STA = STATION

STD = STANDARD

B = THRUST BLOCK

TEL = TELEPHONE

TOP = TOP OF PIPE

P = TOP OF PAVEMENT

v = TELEVISION

TYP = TYPICAL

WL = WATER LINE

w/ = WITH

S = WATER SERVICE

WM = WATER METER

UTILITY CONTACT INFORMATION

MONTECITO WATER DISTRICT
583 San Ysidro Road
Santa Barbara, CA 93108
805-969-2271

MONTECITO SANITARY DISTRICT
1042 Monte Cristo Lane
Santa Barbara, CA 93108
805-969—-4200

COX COMMUNICATIONS

22 SOUTH FAIRVIEW AVENUE
GOLETA, CA

805-683—7751

SOUTHERN CALIFORNIA EDISON
103 DAVID LOVE PLACE
GOLETA, CA 93111
805—-683—-5212

THE GAS COMPANY — DISTRIBUTION
PO BOX 818

GOLETA, CA 93116-0818
805—-681—-7945

THE GAS COMPANY — TRANSMISSION
818—-701—-4546

VERIZON

424 PATTERSON AVENUE
GOLETA, CA 931117
805—-967—-2865
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DRAWING NO. REFERENCE DRAWING DESCRIPTION

GENERAL NOTES STRUCTURAL STEEL NOTES

1. VERTICAL LOCATION OF PIPE SHALL FOLLOW PROFILE GRADE OF BRIDGE DECK. 1. STEEL WORK SHALL CONFORM TO THE LATEST AISC "CODE OF STANDARD PRACTICE”
FOR THE DESIGN FABRICATION AND ERECTION OF STRUCTURAL STEEL FOR BUILDING.

2. SPACING BETWEEN SUPPORTS SHALL BE AS SHOWN ON THE DRAWINGS. ALL WELDING SHALL COMPLY WITH AWS D1.1 STRUCTURAL WELDING CODE.
QUALIFICATIONS OF WELDERS SHALL BE 1IN ACCORDANCE WITH THE

3. BRIDGE CONTRACTOR SHALL INITIATE A PRE-CONSTRUCTION MEETING WITH SCG 6 “STANDARD QUALIFICATION PROCEDURES” OF THE AWS.

WEEKS PRIOR TO CONSTRUCTION. PRESENT SHALL BE THE SCG PRDJECT PLANNER
AND GENERAL FOREMAN FOR INSTALLATION. E70XX ELECTRODES SHALL BE USED FOR WELDING OF STRUCTURAL STEEL.
ALL STEEL PLATES SHALL BE ASTM A-36 STEEL.

ALL STEEL WIDE FLANGE BEAMS SHALL BE ASTM A992 STEEL.

UNLESS OTHERWISE NOTED: ALL ANCHOR BOLTS AND CONNECTION BOLTS SHALL BE A-307.
BOLT HOLE DIAMETERS SHALL BE BOLT SIZE PLUS/ig” FOR CONNECTION BOLTS. ANCHOR
BOLTS SHALL BE CAST-IN-PLACE DR APPROVED EQUAL. ALL BOLTS SHALL BE GALVANIZED &
TIGHTENED TO THEIR PROOF LOADS BY TURN-OF-NUT METHOD.

6. ALL STRUCTURAL STEEL SHALL_BE GALVANIZED ACCORDING TQ ASTM A123 AND A153.
FABRICATOR SHALL COMPLY WITH ASTM A143, A384, AND A385.

oo W

7. ANCHDOR BOLTS AND CONNECTION BDLTS SHALL BE GALVANIZED U.N.D.
8. SHOP DRAWINGS SHALL BE SUBMITTED FOR SCG APPROVAL PRIOR TO FABRICATION.

9. DAMAGED GALVANIZING SHALL BE TOUCHED UP BY 2 COATS
OF ZINC-RICH PAINT.
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57 106"+

47117

4/ =11y
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2/ ~0"]

“192 MAIN”

PIPE BRACKET SUPPORT
(TYP OF 7)

NOTE: 10" WATER LINE LINE NOT SHOWN FOR CLARITY.
WATER LINE BY MONTECITO WATER.

ELEVATION

SCALE:!/f'=1"-0"

20" 74"

197 -0”

LINE

PROFILE GRADE

TYPICAL SECTION

SCALE:!/5"=1"-0"

-
e

3”x 0.216" WT. GRADE B API
SL STEEL CARRIER PIPE
(SEE NOTES 4 & 5)

DETAIL

33686-4003-D-STR

10" DIA WATER LINE

3” DIA GAS LINE

DRAWING NO. REFERENCE DRAWING DESCRIPTION

GENERAL NOTES:

1. FOR CARRIER PIPE HAVING LESS THAN MINIMUM BURTAL DEPTH. BUT MORE THAN
24", USE ONE OF THE FOLLOWING TWO OPTIONS TO PROTECT PIPE:

ALl MIN. THICK STEEL PLATE FOR CARRIER PIPE UP
TO 12” DIA. DR 1" MIN. THICK STEEL RLATE FDR
CARRIER PIPE LARGER THAN 12" DIA. D
PLATE SHALL BE 3 TIMES THE DIAMETER DF CARRIER
PIPE

OR
B. HALF SECTION OF CASING.

2. FOR CARRIER PIPE HAVING LESS THAN 24" BURIAL DEPTH, AN ENGINEERED
PROTECTIVE STRUCTURE SHALL BE DESIGNED.

3. CONTRACTOR SHALL VERIFY ALL CONTROLL ING DIMENSIONS PRIOR TO ORDERING.
FABRICATING AND INSTALLING ANY MATERIAL.

4. BURIED STEEL CARRIER PIPE SHALL BE COATED PER SCG GAS STANDARD 186.0100.

5. EXPOSED STEEL CARRIER PIPE SHALL HAVE EXTERNAL SURFACE PREPARATION AND
FIELD APPLIED COATING PER SCG GAS STANDARD 186.0104.

[SSUED FOR CONSTRUCTION

o\[Retm| - - PE18-062 |07/27/18 |ISSUED FOR CONSTRUCTION
DRAWN

REV. PROJECT SO CAL

NO. aPPROVED | ApPROVED | 08 FILE NO DATE DESCRIPTION

CHE CKE|

e e— —
CONTRACTOR NAME & PROJECT NUMBES

Southern California Gas Company

GAS ENGINEERING LOS ANGELES
it i 3" 60 PSIG STEEL CARRIER
APPROVED FOR CONSTRUCT'ON EESAS:EDirl(\);GNO 22;212: TORO CANYON CREEK
: R LG BRIDGE (EAST)
°" Adam Kanold, PE o woonlos| e | ELEVATION & TYPICAL SECTION
reenc: MWD 408 FILE No. PE18-062 Company-
oare: 8-7-18 . "o FCALE DRAWNG NO- REV
sowwe . Z—C |l [ <o | 33686-4002-D-STR|O
T33588885500NapeCEETIISEERGSSE  BIBRSITERBTRay IMEBBIIRT
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PC/PS VOIDED SLAB

17 —g”

(4) 34" F42 LOOP
FERRULE INSERTS

NOTE: STANDARD PLASTIC COATED U-BOLT BY B-LINE PART NO.
10" PIPE OR APPROVED EQUIVALENT.

1"
o 8" o
~
|
o s | j
K =] S . i
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o
wle
a2
< I
s
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SECTIOy< >

4)
)

— Lm[ i

——— %" THK PLATE

|
34

31" DIA HOLES FOR

RATL ING

ON PS3., PS4 &

E W5x16

(SEE NOTE 6)

3,/ ANCHOR BOLTS W/
HEAVY HEX NUTS & WASHERS

30"

(=) ©

DETAIL C\}

SEE NOTE 3)

WORM DRIVE TUBE CLAMP
(TYP. BOTH SIDES). X
(

ANCHOR BOLTS

TYP 1

SECTIOy.

PLASTIC COATED U-BOLT
ONLY ON PS4 (TOTAL OF 1)
SEE NOTE BELOW

INSTALL PLASTIC COATED U-BOLT

SEE NOTE BELOW

PS5 (TOTAL OF 3)

B3188-4 QVERSIZED FOR 3" PIPE & B3188-NS FOR
SEE DETAIL 2 FOR 3" U-BOLT & DETAIL 3 FOR NON-STANDARD U-BOLT.

COATED U-BOLT (WHERE OCCURS)

(SEE DETAIL 2) MAINTAIN '/g" MIN
GAP BETWEEN U-BOLT & TOP
OF PIPE

g THICK x 14" LONG FRP SHIELDS
BETWEEN PIPE AND SUPPORT. ONE
180° INSULATOR ON TOP AND ONE
180° INSULATOR ON BOTTOM. FRP
SHIELDS BY GLASMESH OR APPROVED
EQUIVALENT. (SEE NOTE 5)

10" WATER

3"x16"x!7g" FRP FLATTIE
BY GLASMESH
(SEE NOTE 7)

WORM DRIVE TUBE CLAMP
(TYP. BOTH SIDES).

DETAIL <:>

COATED U-BOLT (WHERE OCCURS)
(SEE DETAIL 2) MAINTAIN '/ MIN
GAP BETWEEN U-BOLT & TGP

OF PIPE

g THICK x 14" LONG FRP SHIELDS
BETWEEN PIPE AND SUPPORT. ONE
180° INSULATOR ON TOP AND ONE
180° INSULATOR ON BOTTOM. FRP
SHIELDS BY GLASMESH OR APPROVED
EQUIVALENT. (SEE NOTE 5)

3"x8"x!7g” FRP FLATTIE
BY GLASMESH
(SEE NQTE 7)

DRAWING NO.

REFERENCE DRAWING DESCRIPTION

NOTES:

1. FOR STRUCTURAL STEEL NOTES.

SEE DWG 33686-4001-D-STR.

2. FOR GENERAL NOTES, SEE DWG 33686-4001-D-STR.

3. STAINLESS STEAL WORM DRIVE TUBE CLAMP TO BE INSTALLED ON BOTH
McMASTER CARR STOCK #5322K68 OR EQUIVALENT.

SIDES OF FRP SHIELDS.

LIMIT MAXIMUM TORQUE TO 35

4. FOR SUPPORT LOCATION,

IN-LB.

REFER TO ELEVATION ON DWG 33686-4002-D-STR.

5. SEAL THE SPACE BETWEEN THE INSIDE SURFACE OF THE GLASMESH
FRP SHIELD AND COATED STEEL PIPE BY HAND WRAPPING PIPE
WITH APPROVED ABOVE GRADE POLYKEN 4000 OR TAPE COAT
PIPE WRAP: OR BY USING 3M EPOXY ADHESIVE 2216 PER GLASMESH
INSTRUCTION. ROUGHEN THE SURFACES WITH COARSE EMERY CLOTH.

DO NOT GRIT BLAST.

6. ANCHOR BOLTS SHALL BE ALL THREAD RODS CONFORMING TO ASTM

F1554 CGR 36.

7. SEAL AND BOND THE SPACE BETWEEN FRP FLATTIE AND COATED STRUCTURAL
STEEL SURFACE WITH EPOXY SEAM SEALER BY GLASMESH OR APPROVED
EQUIVALENT. CLEAN AND DRY STEEL SURFACE. SMOOTH OUT ANY ROUGH SPOTS

WITHOUT REMDVING COATING.

EMERY CLOTH. DO NOT GRIT BLAST.

ROUGHEN FRP FLATTIE SURFACE WITH COARSE

[SSUED FOR CONSTRUCTION

APPROVED FOR CONSTRUCTION

8 Adam Kanold, PE
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A. This Short Form Construction Contract ("Contract") is made this day of , 2018,
by and between (" Contractor") and Montecito Water District (“District”).

B.  The work generally described herein, and the scope set forth in Section 1 below, is the performance of
construction services necessitated by the mudflow event that occurred in the District service area on January 9, 2018,
which mudflow event is the subject of State and Federal emergency and/or disaster declarations.

C. Contractor and District hereby acknowledge that a competitive procurement process was undertaken and the
District has determined that Contractor is a responsible and responsive contractor possessing the ability to perform
successfully under the terms and conditions of the proposed procurement, giving consideration to such matters as
contractor integrity, compliance with public policy, record of past performance and financial and technical resources.
District has also determined based on the Contract price, that procurement under this Contract may be subject to the
small purchase procedures set forth in 2 C.F.R. §200.320(b).

The Contractor agrees to furnish all equipment, labor, materials and personnel required to
complete the following work in accordance with all plans, specifications, exhibits, and other documents
which comprise the Contract (“Contract Documents”™) as follows:

[SET OUT SCOPE OF CONTRACT HERE. OR ATTACH SCOPE AS EXHIBIT “F”
WHICH WOULD BE NEXT IN OVERALL SEQUENCE]

District will maintain Contract oversight to ensure that Contractor performs in accordance with
the Contract Documents.

2. !

The District agrees to pay the Contractor for the strict performance of the work, the sum of
$ . If Contractor exceeds that amount, Contractor does so at its own risk.

The District agrees to pay the Contractor in monthly progress payments for all work completed.
Payments will be due and payable within thirty days of invoice. Final payment to the Contractor shall be made
within forty-five days after substantial completion of the Contract and submission of the final invoice to District.

This Contract represents the entire agreement between the Contractor and the District regarding the work
described in Section I, and supersedes any prior written or oral agreements or representations as to that work. This
Agreement may only be modified in writing signed by both Parties. Contractor and District agree to work in good
faith to prepare and execute any required additions, amendments, changes, revisions and/or supplements to this

1
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